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Spectral Domain OCT Systems

Thorlabs now offers 
three new 930 nm
Spectral Domain OCT
Systems: Hyperion,
Ganymede, and Callisto.

ITEM# $ £ � RMB DESCRIPTION
FC850-40-01-APC $ 255.00 £ 176.80 € 226,40 ¥ 2,153.30 Broadband Fiber Optic Coupler, 850 nm ± 40 nm, 1:99, FC/APC 
FC850-40-10-APC $ 255.00 £ 176.80 € 226,40 ¥ 2,153.30 Broadband Fiber Optic Coupler, 850 nm ± 40 nm, 10:90, FC/APC 
FC850-40-50-APC $ 255.00 £ 176.80 € 226,40 ¥ 2,153.30 Broadband Fiber Optic Coupler, 850 nm ± 40 nm, 50:50, FC/APC
FC1310-70-01-APC $ 255.00 £ 176.80 € 226,40 ¥ 2,153.30 Broadband Fiber Optic Coupler, 1310 nm ± 70 nm, 1:99, FC/APC 
FC1310-70-10-APC $ 255.00 £ 176.80 € 226,40 ¥ 2,153.30 Broadband Fiber Optic Coupler, 1310 nm ± 70 nm, 10:90, FC/APC 
FC1310-70-50-APC $ 255.00 £ 176.80 € 226,40 ¥ 2,153.30 Broadband Fiber Optic Coupler, 1310 nm ± 70 nm, 50:50, FC/APC 

OCT-Proven Broadband 2 x 2 Fiber-Optic Couplers (Page 2 of 2)

Each optical path is analyzed,
yielding 4 traces for each coupler.
For an operating bandwidth of
140 nm, the maximum variation
of any optical path will not
surpass 1.5 dB*, and for an
operating bandwidth of 100 nm,
the maximum variation will not
surpass 1.0 dB. This guarantees a
flat response across a wide
wavelength range, making these
couplers perfect for broadband
experiments and OCT imaging.

Figure 1 - Raw Spectra
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Figure 2 - Normalized Spectra
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Spectral Uniformity for FC1310-70-XX-APC Series
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Device-Specific Curves will Vary

Figure 3 - Difference A-B
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* For the FC850 series, the maximum
variation is 2.0 dB.




